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POWER SWITCH/
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FOR VALVES

SAFETY

SWITCH BOX
| (SEE NOTE 2)\*- )
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ENHANCED TECHNICAL SERVICES

16" TOP ENTRY SATELLITE ASSEMBLY.
RADIO COMMUNICATION NFMA 3R
RAINPROOF ENCLOSURE

OR APPROVED EQUAL

3/4" PVC CONDUIT FOR 120 VAC
FOR METERED POWER SUPPLY

PVC CONDUIT FOR CONTROL WIRES, -
SIZE AS REQUIRED _\i .
LA

24" (MIN.)

POURED CONCRETE BASEJ

| |

FILL VOIDS WITH CONCRETE

((I-A.--.b.

3/4" PVC CONDUIT

1" PVC CONDUIT FOR EV-CAB-COM

FOR 120 VAC 1" PVC CONDUIT FOR FLOW
, FOR METERED & MOISUTRE SENSING CABLE(S) BOTTOM VIEW
8 POWER SUPPLY N NO SCALE

1”7 PHONE OR RADIO CONDUIT

5/8" DIA. X 8 GROUND ROD

24"

16” ENTRY SATELLITE
ASSEMBLY
(SA6—RM8—(STA#) /DX3)
OR_APPROVED EQUAL
ELEVATISINEVIEW

NOTES:

—_

UPON APPROVAL.

2. SAFETY SWITCH BOX SHALL BE SERIES E3
RAINPROOF 30 AMPS TYPE 3R ENCLOSURE,
OR APPROVED EQUAL.

3. SAFETY SWITCH BOX SHALL BE ATTACHED EITHER

ENCLOSURE TYPE MAY VARY PER APPLICATION

WITH #8 BONDING WIRE AND CLAMP

SA ASSEMBLY TO INCLUDE
CONTROLLER MODEL AS SPECIFIED

ENCLOSURE MODEL AS SPECIFIED

OPTIONS AS SPECIFIED

TERMINAL STRIPS

TEMPLATE & BOLTS
8 COPPER GROUND ROD

5 YEAR LIMITED WARRANTY

CONTACT ENHANCED TECHNICAL SERVICES
TO OBTAIN CERTIFICATION

TO THE ENCLOSURE EXTERIOR OR TO APPROVED

POST (1°X1" STEEL OR 4"X4" WOOD).

DRAWN BY: M. LEE
CHECKEDBY: J. MENDOZA
APPROVED BY: T. SUPAN

IRRIGATION SATELLITE
(RADIO COMMUNICATION)
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